RuleMate Bilge Pumps

500/800/1100 GPH - AUTOMATIC SUBMERSIBLE BILGE PUMPS

==arule

a xylem brand

New Generation Series

Nominal
GPH /LPH

Amps
@ 12VDC

Amps

C.C. Order No. @ 13.6V

Mfr. No. Volts

Rule Shower Drain Box

800/1100 GPH SHOWER DRAIN SUMP

272-05000B RM500B 500 GPH, 1890 LPH 12DC| 1.812VDC | 2.4 (13.6V) | Yes 3/4"
272-08000B RM800B 800 GPH, 3028 LPH | 12DC| 3.012VDC | 3.7 (13.6V) | Yes 3/4"
272-11000B RM1100B 1100 GPH, 4164 LPH | 12DC| 3.812VDC | 4.8 (13.6V) | Yes 1?18/( "
272-00500B-24 | RM500B-24 | 500 GPH, 1890 LPH | 24 DC| 1.0 24VDC | 1.2 (27.2V) | Yes 3/4"
272-00800B-24 | RM800B-24 | 800 GPH, 3028 LPH 24 DC| 1.624VDC | 2.0 (27.2V) | Yes 3/4"
272-11000B-24 | RM1100B-24| 1100 GPH, 4164 LPH | 24 DC| 2.1 24VDC | 2.5 (27.2V) | Yes 1?18; "
New Generation Spare Parts
272-00066A 66A Bracket, Side Mount
777-01200 1200R Port, 500 Series, 3/4" Thread, 3/4" Barh
777-01201 1201R Port, 500 Series, 90°, 3/4" Thread, 3/4" Barh — -— ——
777-01202 1202R Port, 500 Series, 3/4" Thread, 1" Barb
777-01203 1203R Port, 800/1100 Series, 90°, 1" Thread, 3/4" Barb V
777-01204 1204R Port, 800/1100 Series, 1" Thread, 3/4" Barh i j ‘ §
777-01205 1205R Port, 800/1100 Series, 90°, 1" Thread, 1" Barb o
777-01206 1206R Port, 800/1100 Series, 1" Thread, 1" Barh
777-01207 1207R Port, 800/1100 Series, 90°, 1" Thread, 1-1/8" Barb
777-01208 1208R Port, 800/1100 Series, 1" Thread, 1-1/8" Barb
777-01220 1220R Check Valve, 500 Series, 3/4", 3/4" Flange
777-01221 1221R Check Valve, 800/1100 Series, 3/4", 1" Flange
777-01222 1222R Check Valve, 800/1100 Series, 1", 1" Flange
777-01223 1223R Check Valve, 800/1100 Series, 1-1/8", 1" Flange
777-01231 1231R Strainer, 360/500 Series -
777-01232 1232R Strainer, 800/1100 Series \/

Discharge
Flow Amps Amps Max Head
C.C. Order No. | Mfr. No. GPH / LPH Volts @12V | @ 136V gic;se Height
272-00098B 98B 800 GPH, 3617 LPH | 12DC/| 2.9 (12V) | 3.5(13.6V) | Yes 3/4" 12' (3.7m)
272-00099B 99B 1100 GPH, 4329 LPH | 12DC| 3.7 (12V) | 4.5 (13.6V) | Yes 1-1/8" 10' (3m)




